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  30M 35M 45M 45H 55M 55H 65M 65H 85M 85H  
  6600lbs 7700lbs 9900lbs 9900lbs 12,100lbs 12,100lbs 14,300lbs 14,300lbs 18,700lbs 18,700lbs

Power Required HP 11-25 16-45 30-60 30-60 45-80 45-80 55-90 55-90 70+ 70+
Wireless Remote  No No No Yes No Yes No Yes No Yes
Standard Cable 165’ x 3/8 230’ x 3/8 230’ x 7/16 230’ x 7/16 230’ x 7/16 230’ x 7/16 220’ x 1/2 295’ x 9/16 295’ x 9/10 295’ x 9/16
Middle Speed of Cable ft/sec    2 ft/sec 3 ft/sec
Weight 407lbs 540lbs 767lbs 840lbs 855lbs 870lbs 1159lbs 1232lbs 1241lbs 1312lbs
Blade Width ft 3.3ft 3.9ft 4.6ft 4.6ft 5.2ft 5.2ft 5.9ft 5.9ft 5.9ft 5.9ft 
Front to Back 1.4ft 1.5ft 1.6ft 1.6ft 1.6ft 1.6ft 2.5ft  
Winch Height 3.5ft 3.8ft 4.4ft 4.4ft 4.7ft 4.7ft 5.5ft 5.5ft 5.9ft 5.9ft 
Overall Height   
Category 1 

Tractive Force Lower 
Cable Position

3 ft/sec

6.6ft
1&2

7.5ft

1.6ft 2.5ft
5.4ft

2&3

2 ft/sec

SPECIFICATIONS

HUD-SON 
FOREST FRIENDLY

ATV SKIDDING     

H - Models Available with Optional Unwinding Kit

ATV ARCH-A
Arch is adjustable for different log lengths
n  Adjustable skidding arch
n  2000 lbs winch
n  Safety chain
n  10” tires
n  2" hitch
n  Fully assembled

n  Allows most logs to be completely off the ground

Manual Control (M)   
Wireless Control (H)


